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RFI ADDENDUM #1

DATE		April 13, 2026


TO:		Potential Offerors
FROM:	Maia Guirao, Contract Manager
RE:	Solicitation RFI Addendum #1 to RFP #26-02/SMMH New Psychiatric Unit


This correspondence serves as RFI Addendum #1 to the subject Request for Proposals (“RFP”).  Your response to this RFP should be governed by the content of the original RFP and the revisions/corrections/additions/clarifications provided in this addendum notice.

The following questions were asked:

1. Q: In accordance with specification section 01010.1.08.B.1, the owner intends to award the construction contract prior to June 30, 2026 but section 01010.1.09.C identifies that the Notice to Proceed may occur approximately ten (10) months following the bid date. Being that escalation can’t be accurately projected for that time, how does the owner wish to stipulate pricing requirements to maintain an even bidding field? Owner may want to include a stipulated escalation allowance.
 
A: Understanding a possible delay in the notice to proceed of up to 10 months from the bid date and construction award, owner requests all bidders to explain the price escalation methodology used in the delay scenario.  The volatility of the current material supply chain is acknowledged.  Furthermore, owner is committed to fund unexpected material price escalations through an invoice validation process.

1. Q: Any chance the bid date can be postponed by two weeks?

A: No, we are unable to extend the bid closing date beyond the April 24 deadline.

1. Q: What are the permitting requirements for this project?

A:  We will require a county building permit.  G70 will be submitting the building permit application.  Note, that the building permit submittal will not be reviewed by the departments until the EIS is complete and approved.

1. Q: Given the project site’s proximity to the school and hospital, what noise restrictions will apply?

A: The State Department of Health (HDOH) maximum permissible limits will apply.  Where sources are closer to other buildings on the hospital campuses rather than property lines, we then look to noise transmission into interior occupied spaces and designated exterior occupied spaces (e.g. lanai areas, entries, etc.). 

Here is the summary:
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1. Q: Please provide exterior and interior renderings of the building.

A: See file: “Reference for RFI Addendum #1 Question #5”

1. Q: Please identify any monitoring or service providers for the existing facility that will tie to the new Psychiatric facility. Example – Fire Alarm, DDC, security, AV, etc.

A: Fire Alarm – Island Signal & Sound
     DDC – American Controls
     AV – In-house
     Security – TBDF by Owner
     Cable – Hawaiian Telcom
     EV Charging – Chargepoint (Tentative)

1. Q: Interior elevations 3/A501, 1/A502, illustrates grab bars on 4 walls. Assuming that this is not the intent but a CADD error.

A: Correct.  @Rm 9 – per plan GB to be on walls C & D.  At Rm 11 – per plan, GB to be on walls B and C. 

1. Q: On the Bath Accessories Schedule GB-03, GB-04, GB-05 appear to have the end of flange to end of flange length. Please confirm that is the intent as it does not match the Bobrick SKU width.
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A: Provide based on SKU, these are not custom GB 

1. Q: Interior elevation 2/A508 identifies a SCD-01 which does not appear on the Bath Accessories Schedule. Please provide spec.

A: Remove SCD-01, there are no seat cover disp on project.

1. Q: Please advise if the project shall allow non-union contractors to participate at prevailing wage rates.

A: Yes, the project shall allow non-union contractors to participate at prevailing wage rates.

1. Q: Please confirm that any SHPD requirements including archaeological monitoring shall be by the owner.

A: Confirming that any SHPD requirements including archeological monitoring will be by the owner.

1. Q: Please provide the status of the building permit. If issued by the County, please identify the building permit number.

A: Building permit application will be submitted in April 2026.  Please note the permit submittal cannot be reviewed by the building department until the EIS is complete and approved.

1. Q: Please provide the status of the demolition permit. If issued by the County, please identify the building permit number.

A: Building permit application will be submitted in April 2026.  Please note the permit submittal cannot be reviewed by the building department until the EIS is complete and approved.

1. Q: Please provide the status of the NPDES permit. Please confirm that all responsibility shall remain with the owner.

A: NPDES permit application will be submitted in April 2026.

1. Q: The civil drawing identifies proposed EV stalls. Although just proposed we found on a recent project that the C&C of Honolulu requires the locations have the infrastructure and to be “EVReady”.  We are not able to locate the EV-Ready requirements on the electrical drawings. Is the requirement different with KIUC?

A: EV-Ready requirements will be included in RFP Addendum 1.

1. Q: The RFP makes no representation that this is a LEED project, but the specifications include section 01361 – Sustainable Design Requirements which describes a targeted LEED Silver level certification. Please confirm if this is accurate and that all project basis of design material specifications meet the sustainability target. 

A: Confirmed, the design is targeting LEED Silver.  Most basis of design materials can meet the sustainability target.

1. Q: This project includes demolition of an existing structure but there is no reference to vector control requirements in the specifications. Does the owner have an active rodent control system that is removing this DOH requirement prior to demolition?

A: No active rodent control plan in place.

1. Q: Specification section 02300 – Earthwork identifies a Soils Report that is available from the owner.  I could not locate it with the bid documents. Please provide.

A: See attached for Geotech report. (See file: “Reference RFI Addendum #1 Question #18”)

1. Q: Specification section 02900 – Planting stipulates “Allowances for plants are specified in Division 01. Note that there are no allowances identified in Division 01.

A: We will be deleting the section within 02900 that references allowances.

1. Q: Specification section 02900 also notes acceptable sources for native plants to a one nursery on Oahu. Please confirm that is intended.

A: Section to be rephrased.

1. Q: Noticed the Addendum 1 Drawings-Rev1_260231 is missing Plan sheets A510 and M501 on the RFP 26-02 SMMH NEW PSYCHIATRIC UNIT.  Please send us those missing plan sheets.

A: See revised sheets with a revised sheet index.  (See files: “Reference for RFI Addendum #1 Question #21A”, “Reference for RFI Addendum #1 Question #21B”, and “Reference for RFI Addendum #1 Question #21C”).

1. Q: Certificate of Vendor Compliance – The RFP requires offerors to include a valid Certificate of Compliance from the Hawaii State Department of Labor and Industrial Relations, a Certificate of Good Standing from the Hawaii Department of Commerce and Consumer Affairs Business Registration Division, and Appendix B – Proposal Submission Checklist includes a “General Excise License” item obtained from the Hawaii Department of Taxation.

With regard to addressing those three (3) items, please confirm that offerors may instead submit a current, State-accepted Certificate of Vendor Compliance from Hawaii Compliance Express (HCE), as referenced under RFP Section 5.7, which encompasses compliance with all of the aforementioned Hawaii State departments. 

A: Yes, we will accept the Certificate of Vendor Compliance form HCE to address the three items (certificate of good standing, certificate of compliance, and general excise license.

1. Q: Electronic Submission of Proposals – RFP Section 3.5, Submission of Proposals, states that the Issuing Officer must receive one (1) original, three (3) copies, and one (1) electronic copy of the proposal no later than the Closing Date for Receipt of Proposals.
0. Kindly confirm whether the required electronic copy of the proposal may be submitted via email to the RFP-designated Point of Contact, mguirao@hhsc.org, as identified in RFP Section 1.8.
0. If email submission is permitted, please advise of the maximum allowable file size for emailed proposals.  
0. If the proposal file size exceeds the allowable limit, please confirm whether submission via an FTP link or similar secure file transfer method would be acceptable.
0. If electronic submission via email is acceptable, and consistent with prior HHSC submittal practices to ensure receipt of a timely and competitive proposal—particularly with respect to pricing and pricing-related information—we respectfully request your consideration and confirmation that the required hard copies may be submitted within three (3) business days following the Closing Date for Receipt of Proposals to address identified under RFP Section 3.5.

A: Email submission is acceptable as long as the file does not exceed the maximum allowable file size of 12MB.  USB file is preferred; however, we can also accept FTP link or secure file transfer method.  Hard copies must be delivered by the deadline or mailed.  If mailing, package must be postmarked by the deadline.

1. Q: Bid Security Bond – With regard to the required Bid Security Bond in the amount of five percent (5%) of the lump-sum proposal amount, please advise whether there is a specific form that must be used for submission of the bond.

A: There is no specific form to use.

1. Q: Contract Information Format – To satisfy the contract information requirements of RFP Section 3.10.2.C, please confirm whether offerors are intended to follow the format and instructions provided in Appendix D.

A: Yes, offerors are intended to follow the format and instructions provided in Appendix D.

1. Q: Pricing Forms – As no pricing forms were identified within the RFP documents, please advise whether there is a Bid Form, pricing schedule, pricing breakdown sheet, or preferred format that offerors are required to complete and submit as part of their proposal.

A: The bid form and bid breakdown form is provided in Exhibit A.  Please refer to the RFP table of contents.


1. Q: Please confirm that HAZMAT abatement is not included in this contract. The project includes demolition of existing structures, including two covered parking structures, which may not contain hazardous materials. 

A: Owner to get hazmat testing done before GC starts work.  Carry an allowance for hazmat abatement.
 
1. Q: Refer to Attachment 2 of the RFP regarding the “Time of Performance.” The draft indicates a construction duration of one (1) year from Notice to Proceed (NTP). Based on our review, this duration does not appear feasible given the project scope. Please consider extending the construction period to 18 months. 
Additionally, please confirm whether procurement of long lead items will be permitted prior to issuance of the NTP to help mitigate schedule impacts.

A: 18 months for construction is acceptable.
 
1. Q: Refer to Section 1.10 – Archaeological Monitoring Requirements in Specification 01010 (Summary of Work). Section 1.10.C requires “Contractor shall include in its Lump Sum Bid all costs associated with scheduling, coordination, access, reasonable standby, and sequencing necessary to accommodate monitoring activities as typically required under HRS Chapter 6E.” and Section 1.10.I states that “Except for written suspension of the entire Project issued by the Owner, compliance with this Article shall not be grounds for additional compensation” 
Due to the nature of the work, which involves underground and unforeseen conditions, there are numerous variables that cannot be estimated. As such, it is not feasible to carry these costs as a lump sum. Please clarify how the Contractor is expected to account for these unpredictable conditions, and whether an allowance may be considered in lieu of a lump sum.

A: The Owner will provide the Archaeological Monitor as an Owner-retained consultant. The Contractor shall include in its Bid all costs associated with coordination, scheduling, access, and reasonable standby required to accommodate the Archaeological Monitor, in accordance with Section 01310 – Project Management and Coordination.  Archaeological discoveries that require suspension of Work are considered unforeseen conditions. Adjustments to Contract Time, if any, shall be evaluated in accordance with the General Conditions. Any resulting impacts to the Contract Time shall be addressed in accordance with Section 01250 – Contract Modifications Procedures governing changes and time extensions. No additional compensation will be allowed except as provided therein.
 
1. Q: Please clarify whether this project requires union labor, prevailing wage, or certified payroll. 

A: Prevailing wage.

1. Q: Please advise of permit status, anticipated start and completion dates. If unknown, is there a way to level the playing field (maybe by specifying an Allowance amount) for escalations, tariffs, world events that may affect future pricing? In today’s world, some subs & suppliers will not hold their price for more than 30 days. In certain situations, prices are unknown until materials are shipped.

A: Building permit submittal will be in April 2026. The permit cannot be reviewed until the EIS is complete and approved. Anticipating 9 months after the EIS approval for permit review.

1. Q: Sheet C009, the erosion control plan does not show dust fence or limits, please confirm if required and provide limits.

A: Not using dust fencing.

1. Q: Specification Section 02900, paragraph 1.07-C-1-d states: “The Architect reserves the right to have plant samples analyzed at any time to verify plant health and conformity to Specifications. Furnish samples upon request. Testing to be done by the Architect’s designated laboratory.” Since the cost of testing is the responsibility of the contractor, please provide more information about when the Architect intends to use this clause – what would the plants be tested for? If there was a question about a plant’s health, it seems more cost effective if the Architect would simply reject the material rather than go through the process of expensive laboratory testing. Please clarify the intent of this specification so that the bidding contractors can account for it in their bids.

A: The intent of the specification is intended to assist in determining the species of the installed plant should there be a discrepancy with the contract drawings. Some plant varieties do not exhibit particular growth or color variation until maturity.

1. Q: Availability of Sapindus Saponaria, in the specified size (2” cal., Field Stock 10’-12’ brown trunk ht.) may be difficult to procure, as nursery stock can be limited on Kauai. Would the Landscape Architect consider a containerized specimen (45 gallon size) in lieu of a Field Stock specimen?

A: Yes, a 45 gallon size Sapindus saponaria would be an acceptable substitution.

1. Q: Foxtail Palm, 25 gallon size – the specified height of 6’-8’ brown trunk ht seems too tall for a palm in a container. If this height is desired by the designer and/or owner, then it should probably be considered Field Stock specimen. If the design and/or owner prefers a 25 gallon size, I would suggest that 6’-8’ overall height would be a more realistic height for a 25 gallon container-grown palm.  Please confirm if a height of 6’-8’ brown trunk ht is desired or if 25 gallon container is desired for this bid.

A: A 25-gallon (6’-8’ overall height) is acceptable, unless ownership desires the larger field stock specimen.

1. Q: Note 3 on sheet L400 states: “install 6” layer imported screen topsoil and 2” layer organic soil amendment over all new landscape areas” but the Reference Notes Schedule shown on sheet L408 shows 4” layer of imported top soil and 2” layer of soil amendment. Please confirm whether 6” layer of imported top soil or 4” layer of imported top soil is required.

A: Please provide a 4" layer of imported topsoil over all new landscape areas.

1. Q: There are areas within the ‘limits of disturbance’ / ‘limits of work’ that do not show any landscape improvements on the landscape drawings. It is likely that all areas within the ‘limits of disturbance’ will be affected by construction activities. Are there any vegetation / restoration requirements for areas not specifically identified on the landscape plans? If so, please provide requirements for topsoil, soil amendments, temporary irrigation, vegetation, and maintenance for these areas.

A: Additional clarification may be required for these areas. If the area is intended to be permanent there should be a 4” layer of imported topsoil and 2” layer of soil amendment and irrigation. Within the offsite bioretention areas the latest plans account for soil calculations, grassing, but only temporary irrigation for plant establishment.

1. Q: On sheet L100, it appears that all trees that are to remain are outside of the construction area. Are these ‘trees to remain’ required to be protected according to the detail on sheet L101, even though they are outside of the construction area?

A: Tree protection per details on L101is not required for existing trees outside the project limits.

1. Q: Sheet L102 shows a tree pruning detail – please confirm if there are any trees which require pruning.

A: Detail 2/L102 is meant to provide requirements should pruning of existing trees be required during construction.

1. Q: What depth is required for the ‘ili’ili stone layer?

A: A 2-inch layer of ‘ili‘ili stone is required.

1. Q: Can the DeepRoot root barrier be substituted with BioBarrier?

A: Please provide DeepRoot barrier.

1. Q: Can the Epic Plastics recycled composite header be substituted with Valley View recycled composite header?

A: Please provide Epic Plastics recycled composite header.

1. Q: Specification for backfill mix for trees, shrubs, groundcovers and palms references using “Menehune Magic”/organic composted soil amendment. Can the contractor simply use “organic composted soil amendment” or is “Menehune Magic” specifically required?

A: A substitution request may be submitted for consideration after project award is given.

1. Q: Can ½” Rainbird swing tubing be used in place of the Sch 80 swing pipe to connect the irrigation heads to the lateral line?

A: A substitution request may be submitted for consideration after project award is given.

1. Q: Can the type K Copper be substituted with DR11 HDPE pipe? Since the HDPE pipe is in a continuous roll (rather than 10’ or 20’ lengths), there would be no joints/connections under the pavement in the areas where the copper pipe is shown, so less chance of any weak points to fail under the pavement areas.

A: HDPE PE4710 DR11 pipe may be substituted for Copper Type K Hard. Please provide butt fusion welded connections and fittings. Socket fused connections and fittings will not be accepted.

1. Q: Can the specified Rainbird ESPLXME2P 48 station traditional wired controller be substituted with Rainbird ESP-LXIVM 60 station 2-wire controller?
a. If so, can the specified valves be substituted with Rainbird PESB-PRSB-IVM valves, to be compatible with the 2-wire controller?

A: The Rain Bird ESP-LXIVM 60 station 2-wire controller may be used in lieu of the specified Rain Bird ESPLXME2P 48 station traditionally wired controller. 

If Rain Bird ESP-LXIVM 2-wire irrigation controller is used in lieu of the Rain Bird ESPLXME2P traditionally wire controller, please provide compatible PESB-PRSBIVM control valves. All wire splices must be made with 3M DBR/Y-6 600-volt wire splices (or accepted equivalent).

1. Q: Can the specified Rainbird XFS-09-12 tubing be substituted with Netafim CV17mm TLC9-12 drip tubing?

A: Please provide Rain Bird XFS-09-12 drip tubing.

1. Q: Cand the specified VIT Strong Box SB-24SS be substituted with Rainbird LXMMSPED Stainless Steel Pedestal (made for Rainbird ESP-LX Series controllers)?

A: Please provide the specified VIT Strong Box SB-24SS stainless steel enclosure.

1. Q: On sheet L305, detail 1 shows the rain sensor mounted to the side of the controller enclosure. Detail 2 shows the rain sensor mounted on a separate post. For ease of maintenance, we would recommend / prefer the rain sensor to be mounted on the controller pedestal. Please confirm rain sensor mounting method for bid purposes.

A: Mounting rain sensor to the side of the irrigation controller enclosure is acceptable provided sensor has full exposure to rainfall.

1. Q: Under specification section 08710, lockset manufacturers listed all appear to fall under the ASSA ABLOY umbrella of brands. Being that a portion of the facility is on the Primus keying system, please confirm manufacturers under the Allegion umbrella of brands are acceptable as well. This should provide a more competitive bidding field.

A: Allegion is acceptable.

1. Q: Please confirm that no chemical termite treatment is necessary for this project.

A: Ground treatment before construction is needed.

1. Q: Note that Kingsway do not provide the 15 year mirror warranty identified in specification section 10800. Will an exception be made?

A: Kingsway standard warranty is acceptable.

1. Q: Please confirm that no chemical termite treatment is necessary for this project.

A: Ground treatment before construction is needed.

1. Q: Specification section 12494 identifies a manual roller shade as the basis of design, elevation drawing A503 identifies a WT-01 Motorized Window Treatment in Rm 18 and Rm 20. Please confirm manual as there is no power identified at these locations.

A: Confirmed Rooms 18 and 20 will have manual roller shades.

1. Q: Please clarify the gravel section/gradation for the Mechanical Yard. Detail 1 / S401 includes a call out “Gravel Bed, See Civil” but civil plans do not show details for the gravel bed.

A: See detail SKC-01 (See file: “Reference for RFI Addendum #1 Question #55”)

1. Q: Specification 18 330 paragraph 2.1 A instructs bidders to confirm with the Owner details on the existing VMS software. Please provide information on the existing VMS software.

A: Axis Camera Station Pro is purchased on a per camera license basis and runs on Windows server or professional operating systems.

1. Q: Specification 16 819 paragraph 1.09. Most of this equipment is not needed for testing. Can it be waived?

A: No, all testing can not be waived. Testing of cables, terminations and signal path should be conducted in order to confirm proper installation. Equipment required: Data Cable Analyzer, RMS Voltmeter, and HDMI device and pre-terminated test cables. Other equipment may be required for trouble shooting if problems are discovered during testing.

1. Q: Specification 16 819 paragraph 1010. Most of this equipment is not needed for testing. Can it be waived?

A: No, Audio testing needs to occur to ensure the system is free of interference. The testing as described is primarily just observatory and does not require equipment unless there is an observed issue with the audio. If there are observed issues with intelligibility, interference or other problems with the Audio systems further testing or equipment will be required to pinpoint the issue.

1. Q: Specification 16 819 paragraph 1.014D. Typically this is done by the end user and not the AVC. Can this be waived?

A: No, AVC to provide a Quick reference operation guide to supplement the O&M Manuals.

1. Q: Specification 16 819 paragraph 1.015D. We are not able to record training on a DVD / Blu-ray disc. Would it be acceptable to waive delivery of a recording of the training?

A: No, Training must be recorded. Record Training onto a flash drive or removable drive to provide a physical copy to the owner. Recording does not need to be on a DVD/Blu-ray disk.

1. Q: Has a grading permit application been submitted? If not, who will be responsible for the grading permit?

A: No the grading permit has not been submitted yet. It will be submitted by G70 Civil.

1. Q: Please share the NPDES permit application documentation as part of the bid documents.

A: Will provide when completed.

1. Q: Please clarify sanitary load this manhole for the new POC. It will help to determine if pumping will be required for tie in versus off hours tie in.
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A: Existing sewer load of 0.14 MGD (peak flow)

1. Q: Please provide a count for the window shades WT-01. A401 detail 3 shows a typical section but unclear if the shade show in this typical detail applies for all windows in CMU or only the ones in the Office (1) rooms.

A: Typical detail for manual roller shades is on sheet A907, applies to all wall types. RCP shows 10 manual rollers shades and 1 motorized roller shade.

1. Q: Please provide site lighting plan. E102 only shows conduit runs and not lighting types. Or confirm site lighting only (7) bollards and (9) light poles.

A: Refer to the details on E501 and E503 issued under RFP Addendum No. 1.

1. Q: Bollard site lighting detail missing on E503. Please provide.

A: Refer to sheet E503 issued under RFP Addendum No. 1.

1. Q: Please confirm if underground circuit for irrigation controller "2A1-41" is to be direct buried or via section EA

A: Install underground feeder for irrigation controller per duct section EA.

1. Q: Please provide nameplate for existing swbd "MSB1" to quote compatible 3P400A breaker.

[bookmark: _Hlk226536426]A: Refer to attached photo of nameplate. (See file: “Reference for RFI Addendum #1 Question #68”)

1. Q: Please confirm that Sheets E305 and E306 are lighting control device wiring diagrams only and that 277V lighting branch circuit routing is to be based solely on lighting plans and panel schedules, not on E305/E306.

A: The diagrams are intended to show the low voltage wiring requirements between the control devices. Branch circuit routing is shown on E231 and E232.

1. Q: Please confirm the total number of 277V branch circuits required to serve lighting control system low voltage device power supplies and gateways. Also identify from which panel(s) these circuits originate.

A: Refer to sheets E231 and E232.

1. Q: Please confirm who is responsible for lighting control system programming, commissioning, and final functional testing (Contractor, Consultant, or Owner).

A: Contractor is responsible for installation, programming and commissioning. Programming shall be coordinated with Owner to ensure the system functions as they prefer.

1. Q: Please confirm whether all low voltage lighting control wiring (control pads, sensors, gateways, power supplies) is required to be installed in conduit or if plenum rated cabling will be acceptable. If only allowable in specific areas, please clarify.

A: Install low voltage wiring in conduit.

1. Q: Please confirm the maximum allowable number of lighting control devices permitted per 277V control power circuit, and whether additional spare capacity is required.

A: Refer to sheet E231 and E232 for circuiting requirements.

1. Q: Specification 15 500-5 paragraph 1.13 item N requires the delivery of reproducible as-built working drawings on vellum. Propose to deliver drawings electronically in lieu of vellum.

A: Delivery of hard-copy as-builts working drawings on vellum is preferred. Electronic copy may be submitted in addition to hard copy.

1. Q: The concrete spec 03300, section 3.09C calls for fiber reinforcement at housekeeping slabs. The housekeeping structural foundation plan and detail drawings 3/S502 call for rebar reinforcement. Which reinforcement should be followed? Also, please confirm that no other locations require fiber reinforcement?

A: Follow detail 3/S502. Provide deformed steel bar reinforcement for all slabs. There are no locations that require fiber reinforcement.

1. Q: Foundation plan S101 calls for the slab-on-grade to receive #4 @ 20" oc. The structural sections S301, S302, & S303 call out slab-on-grade to receive #4 @ 16" oc. Does the foundation plan have the correct spacing?

A: The 4 1/2" slabs-on-grade must be reinforced with #4 at 20" on centers, each way. The 4" exterior slab must have 6x6-W2.9xW2.9 welded wire reinforcement. The 6" exterior equipment pad must have #4 at 16" on centers, each way. The 6" exterior slab at the ambulance drop-off must have #5 at 16" on centers, each way.

1. Q: The concrete spec 03300 and structural drawings call for 15 mil vapor barriers under slabs. There is also spec section 03305 for under slab vapor and termite barrier (Pango Wrap). Please confirm which barrier should be used.

A: Use what is specified in Section 3305

1. Q: The concrete spec 03300, section 2.11 I-4 calls to "use crystalline integral waterproofing admixture" at all walls, beams, and slab-on-grade containing reinforcement. Please confirm this requirement.

A: This is confirmed for concrete exposed to the exterior. Concrete exposed to the exterior must include a crystalline integral waterproofing admixture. Interior slabon-grade does not need the waterproofing admixture.
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All stationary mechanical equipment must comply with the State Department of
Health (DOH) maximum permissible noise limits as follows:

55 dBA during daytime hours (7 AM to 10PM) and 45 dBA during nighttime
hours (10 PM to 7 AM) at property lines adjacent to residential, open space,
or similar type properties

60 dBA during daytime hours (7 AM to 10PM) and 50 dBA during nighttime
hours (10 PM to 7 AM) at property lines adjacent to commercial, multi-
family, or similar type properties
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Language assistance services are available free of charge, please contact us for arrangement










